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AS-BUILT PLAN

PLAN VIEW

SCALE: 1"=20'

PROFILE VIEW A-A (NORTH)

HORIZONTAL SCALE: 1"=20'

VERTICAL SCALE: N.T.S.

N

LEGEND:

P-401 PLANT MIX BITUMINOUS PAVEMENT

P-209 CRUSHED AGGREGATE BASE COURSE

P-154 SUBBASE COURSE

SUBGRADE

DRAINABLE P-209 CRUSHED AGGREGATE BASE COURSE

NOTES:

1. LFP = LOW STRENGTH SUBGRADE, FLEXIBLE PERPETUAL PAVEMENT.

2. LFC = LOW STRENGTH SUBGRADE, FLEXIBLE CONVENTIONAL

PAVEMENT.

3. LFS = LOW STRENGTH SUBGRADE, FLEXIBLE STABILIZED PAVEMENT.

4. CBR = CALIFORNIA BEARING RATIO.

5. DRAINABLE BASE IS ASPHALT STABILIZED P-209.

6. P-401 PLANT MIX POLYMER MODIFIED PG 76-22 NORTH SIDE.

7. P-401 PLANT MIX PG 64-22 SOUTH SIDE.

PROFILE VIEW B-B (SOUTH)

HORIZONTAL SCALE: 1"=20'

VERTICAL SCALE: N.T.S.

INSTRUMENT KEY

MDD MULTI-DEPTH DEFLECTOMETER

PC PRESSURE CELL

SS  SUCTION SENSOR

MS MOISTURE SENSOR

SG SURFACE GAGES

LSG/TSG ASPHALT STRAIN GAGES

T THERMOCOUPLE

SP STRAIN PLATE

FO FIBER OPTIC STRAIN GAGE

T

CC7/CC8 TRANSITION - SEE

DETAIL ON SHEET 1

CC7/CC8 TRANSITION - SEE

DETAIL ON SHEET 1
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